
Applications:
Suitable for commercial, retail and institutional applications including gymnasiums,factories and warehouses.

Features

Size:  4’

Size:  2’

1/2” Knockouts
End Can Wiring Knockouts are designed 

4ft, 8ft, 12ft length etc.

PIR Sensor
Optional PIR sensor allows for
security and energy saving.

Emergency Battery
8W 900lm 90min

Housing
Easy installation and lower maintenance, 
and larger internal space can be installed 
with emergency batteries.

Distribution
Option for general distribution, medium beam, aisle

LED LINEAR FIXTURE

●  Available with 2ft and 4ft as per applications

●  Surface mounting or Chain mounting for different applications

●  Motion Sensor optional and supports Emergency Battery

●  Multiple optics Frost Diffuser, Medium lens and Aisle lens available

●  Standard 0-10V dimming available, Projected life span of 50,000 hrs

●  Comparable to 2-lamp 32W T8 or 28W T5

●  Operating temperature is -40  to 45 （-40  to 113 ）

●  

DAMP LOCATION



ELECTRICAL DATA

PERFORMANCE DATA

DIMENSION
unit: inch/mm

2Ê

4Ê

Weight
80W: 5.599lb
40W: 4.938lb

Weight
30W: 2.888lb
40W: 2.888lb



ORDERING GUIDE Example: LF L 4F 40W 27V M B 40K Y Y

Fixture Type

LF

Linear Fixture
L     Low Bay
H    High Bay

Application

2F    2FT
4F    4FT

Size

30    30W
40    40W
45    45W
80    80W
85    85W

Wattage

27V    120-277V
48V    347V/480V

Voltage

M   Motion Sensor
Blank    Without Sensor

Sensor (Option)

B   Emergency Battery
Blank    Without Emergency Battery

Backup Battery (Option)

40K    4000K
50K    5000K

CCT

H     80CRI

CRI

ML    Medium iens
AL     Aisle Iens
D      Diffused

Lens

Note：1.  30W is only available in diffused.
            2.  2FT linear fixture are only available in low bay.
            3.  The Watt is 40W when the voltage is 120-277V,while when it is 347/480V,the watt is 45W.
            4.  The Watt is 80W when the voltage is 120-277V,while when it is 347/480V,the watt is 85W.

CHOOSE  YOUR OPTICAL DISTRIBUTION 

DLC Model NO.

The medium beam is tailored for mid and higher mounting heights. The aisle beam has an asymmetric distribution 
for aisle or rack areas.
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