
Applications:
Security, pathway and perimeter lighting, Building entryways and walkways

Features
●  

●  Voltage is 120-277V & 347V & 480V.

●  

●  Polycarbonate optical lens with UV stabilizers

●  Photocell optional and supports Emergency Battery

●  Replacing 100W MH and 400W MH.

●  Operating temperature is -40℃ to 40℃(-40℉ to 104℉).

●  

Lens
Polycarbonate optical lens with UV stabilizers 
do not exhibit yellowing and deformation

Photocell
Optional  photocell allows for 
security and energy saving

1/2inch threaded hole
3pcs hole can support wires coming out 
from the hole for easier wire connections

Emergency Switch
8W  900lm  90min

Housing

application, also suitable for J-BOX 
mounting and surface mounting.

Medium Size: 30W/40W/45W/50W/
                        60W/70W/75W

Large Size: 90W/95W/135W/140W/145W

WALL PACK(MWP01)



ELECTRICAL DATA

PERFORMANCE DATA

DIMENSION
unit: inch/mm

Medium Size

Large Size

Weight
30W：6.724lb
40W/50W：8.223lb
45W：6.834lb
70W：6.9lb
60W/75W：8.289lb

Weight
90W：9.105lb
95W：10.339lb
135W：9.766lb
140W：11.155lb
145W：11.155lb
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SYSTEM WATTS VOLTAGE LUMENS LPW LUMENS LPW

30W 100-277VAC 3300lm 110 lm/W 3400lm 113 lm/W
45W 100-277VAC 5200lm 116 lm/W 5300lm 118 lm/W
70W 100-277VAC 8000lm 114 lm/W 8100lm 116 lm/W
90W 120-277VAC 10900lm 121 lm/W 11200lm 124 lm/W
135W 120-277VAC 15600lm 116 lm/W 16400lm 121 lm/W
40W 347V 4600lm 115 lm/W 4700lm 118 lm/W
50W 347V 5200lm 104 lm/W 5300lm 106 lm/W
60W 347V 6700lm 112 lm/W 6900lm 115 lm/W
75W 347V 8000lm 107 lm/W 8100lm 108 lm/W
95W 347V/480V 10900lm 115 lm/W 11200lm 118 lm/W
140W 347V/480V 14300lm 102 lm/W 14450lm 103 lm/W
145W 347V/480V 15600lm 108 lm/W 16400lm 113 lm/W
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Of Drivers

Driver Current
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INPUT VOLTAGE
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CURRENT
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Example: WP 30W 27V 50K Y Y 

Fixture Type

WP   Wall Pack Series 30      30W

95      95W
140    140W
145    145W

90      90W
135    135W

40      40W
50      50W
60      60W
75      75W

27V   100-277V

34V   347V

27V   120-277V

48V   347V/480V

Wattage Voltage

40K     4000K

50K     5000K

CCT

D     Dark Bronze

B       Black

W     White

Finish

P1      120V Photocell

P2       277V Photocell

Blank       Without Photocell

Photocell (Option)

ORDERING GUIDE Example: WP 45W 27V 50K Y Y Y

Fixture Type

WP   Wall Pack Series 45      45W

70      70W

27V   100-277V

Wattage Voltage

40K   4000K

50K   5000K

CCT

D     Dark Bronze

B       Black

W     White

Finish

P1      120V Photocell

P2       277V Photocell

Blank       Without Photocell

Photocell (Option)

B    Emergency Battery

Blank    Without Emergency Battery

Emergency Battery
(Option)

Note:   1. 30W / 45W / 70W / 90W and 135W are limited to 120-277V input only; 40W and 60W are limited to 347V input only.
            2. 27V driver operates on 100-277V (50/60 Hz), Specify 120 and 208-277 options only when ordering with photocell.
            3. The Watt is 45W when the voltage is 120-277V,while when it is 347V,the watt is 50W.
            4. The Watt is 70W when the voltage is 120-277V,while when it is 347V,the watt is 75W.
            5. The Watt is 90W when the voltage is 120-277V,while when it is 347V or 480V,the watt is 95W.
            6. The Watt is 135W when the voltage is 120-277V,while when it is 347V or 480V,the watt is 145W.
            7. 140W is limited to 347/480V input only.

PHOTOMETRICS

ACCESSORIES

Emergency Battery
NO. EB-8W/90min-1 
USE：900lm 90min. 
Only suitable for 45W and 70W.

Photocell
NO. PC-JL-120-277V
USE：Photocell is field installed or Pre-installed 
          in factory by requesting.

Medium size
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Average Diffuse Angle(50%): 103.0°

Luminous Intensity Distribution Curve
Large size
Luminous Intensity Distribution Curve
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DLC Model NO.
noitacifissalC CLD.ON CLDTCCEGATLOVSTTAW METSYS

dradnatSYYK04V72W03PWK0004V772-021

dradnatSYYK05V72W03PWK0005V772-021

dradnatS]2PknalB[]WBD[K04V43W04PWK0004V743

dradnatS]2PknalB[]WBD[K05V43W04PWK0005V743

dradnatSYYK04V72W54PWK0004V772-021

dradnatSYYK05V72W54PWK0005V772-021

dradnatS]2PknalB[]WBD[K04V43W06PWK0004V743

dradnatS]2PknalB[]WBD[K05V43W06PWK0005V743

dradnatSYYK04V72W07PWK0004V772-021

dradnatSYYK05V72W07PWK0005V772-021

dradnatSYYK04V72W09PWK0004V772-021

dradnatSYYK05V72W09PWK0005V772-021

dradnatSYYK04V72W531PWK0004V772-021

dradnatSYYK05V72W531PWK0005V772-021

dradnatS]2P,knalB[]W,B,D[K04V84W041PWK0004V772-021

dradnatS]2P,knalB[]W,B,D[K05V84W041PWK0005V772-021
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